
SUPERVISION PROCEDURE
Waterproofing of protective roof coatings using  Revinex  Flex System®  

Reason:

Sign confirmation 

A. PREPARATION WORK

Step 1: Check the surface 

1. Position the floor penetration tube stock and Pour Grout around the tube.

2. Inspect the roof surface must be cleaned, the surface must be free of impurities and clean.

3. Cracked and concave concrete surfaces need to be filled with Neotex  PU Joint and non-shrink grout.

4. Fill around the tube with Joint sealant Neotex  Pu Joint.

5. Moisten the floor and avoid standing water. 

6. Prepare applying tools: Specialized brush, paint stirrer, bucket 20l 
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Bước 2: Prepare applying tools

System structural cross-section drawing

Airless sprayNeotex brush Stirrer

Jointex® – Joint Acrylic Matric  Gavazzi Glass Mesh®  Revinex® Flex System Joint sealant - Neotex® PU Joint 

Concrete surface1

Insulating Foam

Bonding mortar

5

Tiles

2nd Revinex   Flex System (1-1,25kg/m2/lớp)®  

1st Revinex   Flex System (1-1,25kg/m2/lớp)®  

4

6

7

2

3

Chamfered Jointex
 Gavazzi  glass mesh

®

®

supermarket system
Waterproofing materials - construction additives

Hotline: +84 904 093 533                     Email: info@waterproofmark.com        www.waterproofmark.com

2  3



Step 1: Moisten the concrete floor surface and do not allow water ponding.

Step 2: Pour the liquid component B in the plastic can into a bucket 20L. 

Step 3: Slowly pour component A in the paper bag into the container containing component B   

              and stir with a machine slow speed stirrer within 3 minutes.

Step 4: Apply the first coat with a brush and let it dry (it is recommended to reinforce the base of   

               the wall or the entire floor with Gavazzi  glass mesh after applying the first waterproofing layer.

Step 5: Around the tube must be reinforced with Gavazzi  glass mesh.
nd stStep 6: Apply a pure the 2  coat after layer 1 is still damp perpendicular to the 1  layer.

Step 7: Can repeat with next layers.

Step 8: Tile after 2-3 days.

NOTES:

-  The product will cure completely after 5 days. 

    (Do not test the water while the product has not fully cured)

Construction
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Notes: 

1. Construction steps must be signed for confirmation by the supervisor when moving to the next step..

2. The construction stages must be photographed for record keeping, as a basis for the company to issue the construction warranty card. 

REASON:

Sign confirmation 

Have done enough 8 steps of applicationHaven't done enough 8 steps of application

B. IMPLEMENTATION

®  

-  Revinex  Flex System material must be stirred with a slow speed stirrer for 3 minutes before  

    application. Do not add water when applying.

-  To increase the life of the project Revinex  Flex System can be applied in many layers depending on the  
2

consumption 1 - 1.5 kg/m /layer.

®  

®  

®  
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